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             The international boundary dataset between Canada and the United States was provided by Maine Office of Geographic Information Systems (MEGIS), University of New Hampshire, Vermont Center for Geographic Information, Inc (VCGI). The dataset was collected from multiple source agencies such as the U.S. Geological Survey, U.S. Department of Commerce, Bureau of Census, Bureau of Parks and Lands, Coastal Island Registry (CIREG) and various state agencies. The data and attribution accuracy was tested by manual comparison of the source with hard copy printouts and/or symbolized display of digital files and corrected by each state GIS department for use at a scale not greater than 1:24,000.
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             U.S. Census Bureau
             2010
             State and Equivalent Boundary
             The Census Bureau collects boundaries from state and county governments through the Boundary and Annexation Survey (BAS, http://www.census.gov/geo/www/bas/bashome.html), and publishes the results as TIGER files.  The USGS uses the TIGER data without editing or alteration for US Topo.
             http://www.census.gov/geo/www/tiger/index.html
             ftp://ftp2.census.gov/geo/tiger/TIGER2010/STATE/2010/
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             U.S. Census Bureau
             2010
             County and Equivalent Boundary
             The Census Bureau collects boundaries from state and county governments through the Boundary and Annexation Survey (BAS), and publishes the results as TIGER files.  The USGS uses Census TIGER data without editing or alteration for US Topo.
             http://www.census.gov/geo/www/tiger/index.html
             ftp://ftp2.census.gov/geo/tiger/TIGER2010/COUNTY/2010/
             http://www.census.gov/geo/www/bas/bashome.html
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             USGS - National Elevation Dataset is a component of a comprehensive base geospatial data model.
             19990409
             Hypsography
             Vector digital data
             This contour featureclass was generated from the 1/3 arc-second version of the National Elevation Dataset (NED). The intended viewing scale for these features is 1:24,000. The contours are derived from a filtered elevation raster to achieve smoother arcs. The NED data were modified by the National Hydrography Dataset (NHD) flow lines and water bodies to facilitate improved integration between the hypsography and hydrography on USGS map products. These contours were generated primarily for use as a layer in GeoPDFs created in the US Topo digital mapping program. The raster data source of contours is the National Elevation Dataset (NED) 1/3 arc-second layer. The 1/3 arc-second NED contains resampled data from the 1/9 arc-second layer of NED. Secondary datasets include the high resolution flow lines, water bodies, and areas from the National Hydrography Dataset (NHD). The NHD layers are used in hydro-enforcement of the DEM prior to contour generation. The goals of the hydro-enforcement are to prevent contour lines from extending over the surface of water bodies and to align the contour reentrants with the NHD single-line streams. The NED raster cells are converted to points. Those points, along with the NHD flow lines are input into an interpolation tool to create a new surface. The NHD water bodies and areas are preprocessed to attach the minimum and maximum elevation to each polygon. From these precalculated values, an appropriate value is calculated by which to raise the elevation cells under the NHD polygons. The NHD polygons are then converted into rasters, which in turn will be used to generate a mosaic that includes the new raster surface. The mosaic is filtered to provide smoother contour lines. Contours are generated and depression and index contours are identified. There is no guarantee or warranty concerning the accuracy of the data. Users should be aware that temporal changes may have occurred since these data were collected and generated and that some parts of these data may no longer represent actual surface conditions. Hydro-enforcement and generalization can also significantly alter the spatial characteristics of the contours. Users should not use these data for critical applications without a full awareness of its limitations.
             http://ned.usgs.gov/
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             U.S. Geological Survey
             Not Applicable
             Grids and Coordinate System
             U.S. National Grid, UTM grid, and State Plane Coordinate System values are displayed along the map projection.
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         Grids and Coordinate Systems
         2.5-minute geographic ticks, U.S. National Grid, UTM grid, State Plane Coordinate System ticks.
      
       
         The GeoPDFs for this product are created as follows. All geospatial content is taken from national geospatial databases under the stewardship of USGS data programs. The NAIP imagery is provided by a seamless tile service that delivers image data at the resolution and quality of the source imagery. The raster and vector data, including grids and collar information, are processed using ESRI ArcGIS software and exported as a GeoPDF using the TerraGo ArcGIS software extension. Map formatting is performed using a custom application, which includes post-processing to embed the metadata XML document. GeoPDF is a copyrighted format, with implementation rights held exclusively by TerraGo Technologies. Any use of trade, product, or firm names in this publication is for descriptive purposes only and does not imply endorsement by the U.S. Government.
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       This is a general-purpose design and layout quadrangle map based on the traditional USGS quadrangle cells. The domain is a standard 7.5-minute cell. The scale is 1:24,000.
       U.S. Department of the Interior, Draft US Topo Product Standard, Version 0.5.10.
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         1-888-ASK-USGS (1-888-275-8747)
         http://www.usgs.gov/ask/
         Monday through Friday 8:00 AM to 4:00 PM
         Metadata information can also be obtained through online services using The National Map Viewer, at http://nationalmap.usgs.gov or EarthExplorer, at http://earthexplorer.usgs.gov or Ask USGS at http://www.usgs.gov/ask.
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